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        APPLICATIONS
Nipolets are branch weld connection.
VARIANTS
Other materials:        Ferritic and Austenitic
steels

No. Part Material

1 Nipolet Carbon steel A105

Specifications

Standart: ASME B31

Dn Nom. dn
dia.

B (socket bore
dia.) mm

D (bore dia. of
fittings) mm

C (average
socket wall
thickn.) mm

J (min. depth,
of socket) mm

E (laying
lenght)

Kg stk/
ea.

15 1/2" 22,2/21,8 16,6/15 4,67 9,50 9,5 0,14

20 3/4" 27,6/27,2 21,7/20,2 4,90 12,50 9,5 0,17

25 1" 34,3/33,9 27,4/25,9 5,69 12,50 12,5 0,27

32 1 1/4" 43,1/42,7 35,8/34,4 6,07 12,50 12,5
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Dn Nom. dn
dia.

B (socket bore
dia.) mm

D (bore dia. of
fittings) mm

C (average
socket wall
thickn.) mm

J (min. depth,
of socket) mm

E (laying
lenght)

Kg stk/
ea.

40 1 1/2" 49,2/48,8 41,6/40,1 6,35 12,50 12,5 0,60

50 2" 61,7/61,2 53,3/51,7 6,93 16,00 19,0


